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High pressure stand alone model

Aucklat high pressure stand alone model is a new type of solar water heater which adopts advanced heat pipe
technolgoy.Highly efficient heat pipe absorbs heat from sunlight and transfers heat to the condenser end of
itself.Condensor indirectly contacts with water through a cooper cap and it boils water by releasing heat gained from
vacuum tube. It ranges from 150L to 200L.It have the following features:





1. High pressure storage tank(Testing pressure=9 bar)
2. No vent and less heat loss as compared to low pressure model
3. Highly efficient heat pipe technology
4. No water introduced into vacuum tube
5. No sealing rubber is needed
6. Easy plug-in installation
7. 55mm CFC free PU foam insulation
8. Aluminum zinc coated steel or Zinc coated color steel
9. Dry connection between heat pipe and water and no need to empty water tank when replacing tube.

PLEASE SEE APPENDIX ONE FOR DETAILS OF PARTS INCLUDED
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MODEL

(m 2 ) (m 2 ) diameter length No. (L)

Qty.per20'/40'
Container

NCST--P 470-1800/58-15 1.2 1.42 Ü 58mm 1800mm 15 150 41/83
NCST--P 470-1800/58-20 1.6 1.90 Ü 58mm 1800mm 20 200 31/62
NCST--P 470-2100/58-203 2.15 2.53 Ü 58mm 2100mm 23 300 21/42

APPENDIX ONÊPARTS FOR NCST-P HIGH PRESSURE STAND ALONE MODEL̃

NAME PICTURE SPECIFICATION

Magnesium anode PREVENT SCALE BUILD
UP



P/T valve 6 BAR/99Ņ


